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PLAN ADDENDUM SUMMARY AND APPROVAL 
 

PROJECT INFORMATION 

Project:  NHU‐4‐002(131)906  PCN:  22446 

Location:  US 2B (Burdick Expy) – 1st St SW to Valley Street 

Date:  11/03/2020   Lead Designer:  Apex Engineering Group 

Bid Opening Date:  11/13/2020  JOB#:   26  Addendum#:  1 

 
 

PLAN SHEET CHANGES 

Section  Sheet  Description 

6  2  Revised Plan Note 704‐P03 

6  5  Revised Plan Note 772‐P03 

6  8  Revised Plan Note 772‐P21 

8  1  Revised quantities for Flat Sheet for Signs – Type XI and Flat Sheet for Signs – Type IV  

100  4  Removed “NE” from the 2nd St listings in upper left corner 

150  14  Removed transformer base from Pushbutton #1 Post 

150  15 
Removed transformer base from Pushbutton #3/#4 Post and #4/#3 Post; 
Revised labeling for Pushbutton Post #4/#3 to #7/#8 

150  23  Removed transformer base from Pushbutton #5 Post 

150  24 
Removed transformer base from Pushbutton #3 Post; 
Removed transformer base from Pushbutton #7/#8 Post 

150  32  Added transformer base to signal poles 

 

CHANGES MADE TO BID ITEMS FOR JOB 

Spec  Code  Description  Unit 
Previous 
Quantity 

Revised 
Quantity 

754  0110  Flat Sheet for Signs‐Type XI Refl Sheeting  SF  235  234.8 

754  0112  Flat Sheet for Signs‐Type IV Refl Sheeting  SF  242  290 

           

 
APPROVAL 
 
Should the revisions described above be processed as a plan addendum? 
 
______ Yes    ______ No 
 
_______________________________________         _________ 
Paul Benning, P.E. – Local Government Engineer               Date 

    x

11/4/2020
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NHU-4-002(131)906

ND

PROJECT NO.STATE

Engineering Dept

SHEET

NO.

SECTION

NO.

City of Mino t

This document was originally

issued and sealed by

Stephen R. Joersz

Registration Number

PE-27822,

on 11-3-2020 and the original

document is stored at the

North Dakota Department

of Transportation

BURDICK EXPY & VALLEY STREET

SITE 2

BURDICK EXPY & 3RD ST SE

150 15

SIGNAL STANDARDS & HEAD LOCATIONS

Street Name Sign:

SN 4 (3rd St SE)

13 14

15

10' Min

16

17'

to

19'

8 8

8

Video Detection Unit

on 6-foot Riser

Ø8 EVP Light

Ø4 EVP Detector

Ø2

2'

21'

40'

NW Combo

Type C Std

P7

8' Min.

(typ.)

Westbound

Eastbound

15.5'

27'

5 6

8

11'

Thru

7

17'

to

19'

Video Detection Unit on 6-foot Riser

Ø4 EVP Light

Ø8 EVP Detector

4

4

Ø6

34'

5.5'

2'

21'

SE Combo

Type C Std

8' Min.

(typ.)

10' Min.

(typ.)

P4

Right

36'

18'

30'

6'

P3

4

40'

3    St  SE

rd

Street Name Sign:

SN 4 (3rd St SE)

3    St  SE

rd

P8

11' 10'

Thru

Left

12'

Thru

Right

12' 12'

Thru

Left

Boulevard Boulevard

Pedestrian Pushbuttons

and Post

3.5'

PB4

PB3

Pedestrian Pushbuttons

and Post

3.5'

PB8

PB7

LEGEND

Video Detection Camera

Traffic Signal Head

w/associated phase

Traffic Signal Head

w/associated phase

1

1

Signal Head Number

EVP Light

EVP Detector

Wi-fi Antenna

5'

Note: Install Wi-fi equipment at 40' mounting height on the light standard.

Wi-fi Antenna

LEFT TURN

ON GREEN

YIELD

LEFT TURN

ON GREEN

YIELD

SN 3

R10-11-36

SN 3

Revised 11/3/2020

AutoCAD SHX Text
0

AutoCAD SHX Text
0

AutoCAD SHX Text
10'

AutoCAD SHX Text
20'

AutoCAD SHX Text
P:\PROJECTS\4394 - Burdick Expressway Major Rehabilitation Valley St To 1st St SW\Design\Plans\4394 Signals.dwg

AutoCAD SHX Text
11/3/2020



NHU-4-002(131)906

ND

PROJECT NO.STATE

Engineering Dept

SHEET

NO.

SECTION

NO.

City of Mino t

This document was originally

issued and sealed by

Stephen R. Joersz

Registration Number

PE-27822,

on 11-3-2020 and the original

document is stored at the

North Dakota Department

of Transportation

BURDICK EXPY & VALLEY STREET

SITE 3

BURDICK EXPY & VALLEY ST

150 23

SIGNAL STANDARDS & HEAD LOCATIONS

Street Name Sign: SN 7

(E BURDICK EXPWY)

14'14'

Thru

9

10

11

10'

Min

12

Departure

17'

to

19'

6

6

Video Detection Unit

on 6-foot Riser

Ø1+Ø6 EVP Light

Ø2+Ø5 EVP Detector

Ø8

2'

21'

40'

SW Combo

Type C Std

P5

8' Min.

(typ.)

Left

SouthboundNorthbound

19.5'

Street Name Sign: SN 7

(E BURDICK EXPWY)

34'

1

2

4

12.5'14'14'

Thru

3

Left

17'

to

19'

Video Detection Unit

on 6-foot Riser

Ø2+Ø5 EVP Light

Ø1+Ø6 EVP Detector

2

2

Ø4

35'

7'

2'

21'

NE Combo

Type C Std

Departure

Approach

8' Min.

(typ.)

10'

Min.

(typ.)

P2

12'

Thru

Right

53'

38'

52'

7'

P1

E BURDICK EXPWY

E BURDICK EXPWY

40'

P6

Right

31'

Right

12'

Left

12'

Left

Approach

Ø5

Ø6

Ø5

Ø1

Ø2

Ø1

Boulevard Boulevard

3.5'

PB1

3.5'

PB6

3.5'

Pedestrian Pushbutton #5

and Post

12'

Thru

LEGEND

Video Detection Camera

Traffic Signal Head

w/associated phase

Traffic Signal Head

w/associated phase

1

1

Signal Head Number

EVP Light

EVP Detector

Wi-fi Antenna

5'

Note: Install Wi-fi equipment at 40' mounting height on the light standard.

Wi-fi Antenna

ONLY

ONLY

SN 6

SN 6
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NHU-4-002(131)906

ND

PROJECT NO.STATE

Engineering Dept

SHEET

NO.

SECTION

NO.

City of Mino t

This document was originally

issued and sealed by

Stephen R. Joersz

Registration Number

PE-27822,

on 11-3-2020 and the original

document is stored at the

North Dakota Department

of Transportation

BURDICK EXPY & VALLEY STREET

SITE 3

BURDICK EXPY & VALLEY ST

150 24

SIGNAL STANDARDS & HEAD LOCATIONS

13 14

15

10' Min

16

Departure

17'

to

19'

8 8

8

21'

40'

NW Combo

Type C Std

P7

8' Min.

(typ.)

WestboundEastbound

20'

33'

5
6

8

13.5'13'13'

Thru

7

17'

to

19'

Video Detection Unit on 6-foot Riser

Ø4 EVP Light

Ø8 EVP Detector

4

4

Ø1

40'

6.5'

2'

21'

SE Combo

Type C Std

Departure

8' Min.

(typ.)

10' Min.

(typ.)

P4

Right

47'

28'

40.5'

P3

4

40'

Street Name Sign:

SN 8 (Valley St SE/

Front St SE)

Street Name Sign:

SN 5 (Valley St SE/

Front St SE)

P8

21'13'13'

Thru

Right

Thru

Left

Thru

Left

Video Detection Unit

on 6-foot Riser

Ø8 EVP Light

Ø4 EVP Detector

2'

6'

Ø2

Ø1

Ø5

Ø6

Ø5

3.5'

PB4

Pedestrian Pushbuttons

and Post

3.5'

PB8

PB7

Pedestrian Pushbutton 3

and Post

3.5'

BoulevardBoulevard

LEGEND

Video Detection Camera

Traffic Signal Head

w/associated phase

Traffic Signal Head

w/associated phase

1

1

Signal Head Number

EVP Light

EVP Detector

Valley St SE

Front St SE

Valley St SE

Front St SE
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Eastbound Westbound

26' Mast Arm

25'

` pole 

Sta 111+35-36' Rt 8' Min.

R1-9

W16-7P-24 (2 ea)

RRFB (2 ea)

W11-2-48 (2 ea)

  14'
Thru
 11'

Thru
 11'
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(East side of Pole)

with R10-25 Sign

Pedestrian Pushbutton 1

1

2 3

18.5'

25' Mast Arm

23.5'

` pole 

Sta 111+37-34' Lt 8' Min.

R1-9

W16-7P-24 (2 ea)

RRFB (2 ea)

W11-2-48 (2 ea)

  12.5'
Thru
 11'

Thru
 11'

(East side of Pole)

with R10-25 Sign

Pedestrian Pushbutton 2

5 6

17'

4

Refer to Setion 140 Lighting Plans

RRFBRRFB

17' - 19' 17' - 19'
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US 2 Business / Burdick Expy

Signal Standards and Head Locations

1st St SE

STATE PROJECT NO.

ND

NO.

SHEET

NO.

SECTION

11/3/2020 Brent.Muscha T:\Projects\2019\19.101.0024 NDDOT - Minot Burdick Expy & Valley St\40002906.131\Traffic\150\150SL_032.dgn2:01:12 PM

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-           , 

Registration Number 

issued and sealed by 

This document was originally

32

Brent Muscha,

7123

Revised

11/3/2020

11/3/2020
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PLAN ADDENDUM SUMMARY AND APPROVAL 
 

PROJECT INFORMATION 

Project:  NH‐4‐002(125)905  PCN:  22216 

Location:  US 2B (Burdick Expy) – 16th St SW to S Broadway (US 83) & 16th St SE to 27th St SE 

Date:  11/03/2020   Lead Designer:  Apex Engineering Group 

Bid Opening Date:  11/13/2020  JOB#:   26  Addendum#:  1 

 
 

PLAN SHEET CHANGES 

Section  Sheet  Description 

6  2  Revised Plan Note 704‐P03 

8  1  Revised quantity for Steel Galv Posts‐Telescoping Perforated Tube  

 

CHANGES MADE TO BID ITEMS FOR JOB 

Spec  Code  Description  Unit 
Previous 
Quantity 

Revised 
Quantity 

754  0206  Steel Galv Posts‐Telescoping Perforated Tube  LF  181.7  254 

           

           

           

           

           

           

 
 
 
APPROVAL 
 
Should the revisions described above be processed as a plan addendum? 
 
______ Yes    ______ No 
 
_______________________________________         _________ 
Paul Benning, P.E. – Local Government Engineer               Date 
 

     x

11/4/2020



 
NOTES 

11/3/2020  2:13:51 PM T:\Projects\2018\18.101.0083 NDDOT - Minot Burdick Expy ADA\40002905.125\Design\006\006NT_001-003_notes.docm 

STATE PROJECT NO. 
SECTION 

NO. 
SHEET 

NO. 

ND NH-4-002(125)905 6 2 

This document was 
originally issued 
and sealed by 

Matthew T. Kinsella, 
Registration Number 

PE-5692, 
on 11/3/2020 and the 

original document 
is stored at the North 
Dakota Department 
of Transportation. 

704-P01 TRAFFIC CONTROL PHASING: The traffic control details, as indicated on the plans, 
have been developed on the basis that this project will be constructed in phases as 
described below. The work zone traffic control summary lists include the required 
number of devices for each phase of work. Devices will be moved as required for 
each phase. The following traffic control phasing for the construction of pedestrian 
ramps, new curb and gutter, and other items has been developed for this project: 
  
Phase 1: Construct proposed ADA Ramps at 16th St SW, MHS Entrance, Maple St 
SW, and 8th St SW.  Construct proposed valley gutter at Maple St SW and 8th St SW. 

 

• Work area is restricted to a maximum of two quadrants of an intersection at 
one time. Multiple intersections can be worked on concurrently.   

• Start work on the MHS entrance after May 28, 2021. 

• (1) Lane closure adjacent to the curb and gutter. 

• Maintain two lanes of traffic at all times. 

• Provide temporary curb ramps, pedestrian channelization, and temporary 
pedestrian surfacing. 

• Construct proposed pedestrian ADA ramps at all intersections, including new 
curb and gutter, ramps, landings (upper and lower landings), signal 
foundations (where applicable), and full depth pavement replacement (where 
applicable).  

• Provide temporary pedestrian surfacing to transition proposed sidewalk into 
existing sidewalk. If the cross slope of the existing sidewalk exceeds 2%, 
transition the temporary pedestrian surfacing at a maximum rate of 0.5% per 1 
linear foot of surfacing. 

• Construct valley gutter at Maple St SW and 8th St SW one-half at a time, so 
that vehicles can still pass through the other half of the intersection. 

  
Phase 2a: Construct proposed ADA Ramps on north side of Burdick Expressway at 
6th St SW, 5th St SW, Park St SW, 4th St SW, and 3rd St SW, using same 
requirements as Phase 1.  Construct proposed pedestrian pushbutton poles on north 
side at 6th St SW. 
 
Phase 2b: Construct proposed ADA Ramps on south side of Burdick Expressway at 
6th St SW, 5th St SW, Park St SW, 4th St SW, and 3rd St SW, using same 
requirements as Phase 1.  Construct proposed pedestrian pushbutton poles on south 
side at 6th St SW. 
 
Phase 3: Construct proposed ADA Ramps, pigmented imprinted concrete, and 
flexible delineators at the South Broadway (US 83) intersection, in the following 
subphases and as shown in Section 100: 

• 3a:  NE Quad, SW Quad, SE Quad 

• 3b:  NW Quad, NE Island, E Median 

• 3c:  SE Island, SW Island 

• 3d:  W Median 
 

Lane closures are as shown in Section 100.  Each subphase shall be completed 
before the next subphase begins.  Provide temporary curb ramps, pedestrian 
channelization, and temporary pedestrian surfacing.  Provide temporary pedestrian 
surfacing to transition proposed sidewalk into existing sidewalk. If the cross slope of 
the existing sidewalk exceeds 2%, transition the temporary pedestrian surfacing at a 
maximum rate of 0.5% per 1 linear foot of surfacing. 
 
Phase 4a: Construct proposed ADA Ramps on north side of Burdick Expressway at 
16th St SE, 19th St SE, 20th St SE, 8th Ave SE, and Fairgrounds Entrance, using same 
requirements as Phase 1.  Close north crossing at Fairgrounds Entrance and 20th St 
SE during construction. 
 
Phase 4b: Construct proposed ADA Ramps on south side of Burdick Expressway at 
18th St SE, 19th St SE, 20th St SE, 8th Ave SE, Souris Dr, Fairgrounds Entrance, and 
27th St SE using same requirements as Phase 1.   

 
704-P02  TRAFFIC CONTROL DEVICES: The traffic control devices list has been developed 

using the layouts shown in the plans and the following layouts shown on the 
Standard Drawings: 

  
  D-704-23 Type P 
  D-704-34 Lane closure 

 
704-P03  TRAFFIC CONTROL DEVICES: Traffic control devices have been provided for a 

single full lane closure of multiple sites simultaneously, as listed in the phase 
descriptions in Note 704-P01. Lane closures must remain at all times if there are 
drop-offs within the work zone. 

 
The following devices remain in place for the duration a construction site is active: 

 
1. W20-1-48 – Road Work Ahead 

                  2. G20-2-48 – End Road Work 
                  3. All pedestrian signing devices – See Section 100 
                  4. All lane narrowing devices 
                  5. Devices adjacent to active work zones 
                  6. Pedestrian temporary railings and curb ramps – See Section 100 
 
 
 
 
 
 
 
 
 
 
  

Revised 11/3/2020 
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Estimated Quantities

 

8ND

#Error2:19:09 PM11/3/2020

SHEET
NO.

SECTION 
NO.

PROJECT NO.STATE

NH-4-002(125)905

Revised 11/3/2020

NHU-4-002(131)906

NH Funding  City Funding

TOTALSPEC UNITITEM DESCRIPTIONCODE

103 0100 CONTRACT BOND                                     L SUM 0.3 0 0 0 0.3

202 0114 REMOVAL OF CONCRETE PAVEMENT                      SY   1237 0 0 0 1237

202 0130 REMOVAL OF CURB & GUTTER                          LF   1972 0 0 0 1972

202 0132 REMOVAL OF BITUMINOUS SURFACING                   SY   583 0 0 0 583

261 0200 WEIGHTED FIBER ROLLS                              LF   510 0 0 0 510

261 0201 REMOVE WEIGHTED FIBER ROLLS                       LF   510 0 0 0 510

430 2000 PATCHING                                          TON  158 0 0 0 158

624 0119 REMOVE PEDESTRIAN RAILING                         LF   6 0 0 0 6

702 0100 MOBILIZATION                                      L SUM 0.3 0 0 0 0.3

704 1000 TRAFFIC CONTROL SIGNS                             UNIT 969 0 0 0 969

704 1052 TYPE III BARRICADE                                EA   6 0 0 0 6

704 1058 PEDESTRIAN WALKWAY LF 975 0 0 0 975

704 1060 DELINEATOR DRUMS                                  EA   147 0 0 0 147

704 1067 TUBULAR MARKERS                                   EA   73 0 0 0 73

704 1086 SEQUENCING ARROW PANEL-TYPE B                     EA   1 0 0 0 1

704 1087 SEQUENCING ARROW PANEL-TYPE C                     EA   1 0 0 0 1

704 1500 OBLITERATION OF PAVEMENT MARKING                  SF   2240 0 0 0 2240

704 2108 TEMPORARY CURB RAMP                               EA   26 0 0 0 26

708 1540 INLET PROTECTION-SPECIAL EA 42 0 0 0 42

708 1541 REMOVE INLET PROTECTION-SPECIAL EA 42 0 0 0 42

722 6160 ADJUST INLET                                      EA   9 0 0 0 9

722 6200 ADJUST MANHOLE                                    EA   1 0 0 0 1

722 6240 ADJUST UTILITY APPURTENANCE                       EA   9 0 0 0 9

748 0100 CURB & GUTTER                                     LF   1603 0 0 0 1603

748 0120 CURB & GUTTER MOUNTABLE-TYPE I                    LF   333 0 0 0 333

748 0520 CURB-TYPE I                                       LF   303 0 0 0 303

748 1030 VALLEY GUTTER 72IN                                SY   0 63 0 0 63

750 0030 PIGMENTED IMPRINTED CONCRETE                      SY   0 126 0 0 126

750 0115 SIDEWALK CONCRETE 4IN                             SY   1188 0 0 0 1188

750 2115 DETECTABLE WARNING PANELS                         SF   798 0 0 0 798

754 0170 FLEXIBLE DELINEATORS                              EA   0 11 0 0 11

754 0206 STEEL GALV POSTS-TELESCOPING PERFORATED TUBE      LF   254 0 0 0 254

754 0592 RESET SIGN PANEL                                  EA   18 0 0 0 18

762 1307 PREFORMED PATTERNED PVMT MK 6IN LINE-GROOVED      LF   1961 0 0 0 1961

762 1325 PREFORMED PATTERNED PVMT MK 24IN LINE-GROOVED     LF   1010 0 0 0 1010

772 9814 TRAFFIC SIGNAL SYSTEM - SITE 4                    EA   0 1 0 0 1

970 0008 LANDSCAPE PREPARATION                             SY   247 0 0 0 247
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